
PIPE LEVELING SYSTEM

TOUGH. TRUSTED.



THE FIRST AND ONLY AUTOMATED ON-GRADE 
PIPE RAMMING SOLUTION AVAILABLE
The patent pending Pipe Mule system from HammerHead
makes on-grade pipe ramming a cinch. 
Align and set your grade up to a pitch of 7° per 20 foot section,
using the Pipe Mule system and you’re ready to ram. With a
combined lifting capacity of 240 tons, grade and directional
adjustments can even be made on the fly on casings up to 84”
(2.13 m) diameter.

SIMPLIFY PIT PREPARATION, ENHANCED PRODUCTIVITY
Pit preparation used to be a tedious, time consuming and labo-
rious part of pipe ramming, but not any longer! Now save time
and money by virtually eliminating launch pit grading prepara-
tion as the Pipe Mule system can do it for you!
The saddle swivels keep the pipe centered during horizontal
adjustments. Integrated into the saddle swivels is a friction
reducing set of plates designed to reduce overall drag. 
Lining up pipe segments for welding can be challenging and time
consuming. From one control station, all three of the Pipe Mules
are operated to
adjust the casing ver-
tically and horizontally
making lining up pipe
segments a snap.
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Engine 13 HP Honda
Rig Size L/W/H – in (m) 34/21/30 (87/53/76)
Weight – lb (kg)* 250 (114)
Pump Flow - g/min (L/min) 6 (23) @ 3,000 rpm
Max. Hydraulic Pressure – PSI (Bar) 3,000 (207)

Control Station Controls three units remotely
from up to 50 feet (15.2 m)

Earth Tool Company LLC reserves the right to make changes in engineering, design and specifications; add improvements; or discontinue manufacture at any time without notice or obligation. HAMMERHEAD and
HAMMERHEAD LOGO are registered trademarks and PIPE MULE is a trademark of Earth Tool Company LLC, Oconomowoc, WI. PN: L309-06122K ©2012 Earth Tool Company LLC. All Rights Reserved.

CALL 800.331.6653
FOR A FREE PROJECT CONSULTATION TODAY.

EQUIPMENT SPECIFICATIONS

800.331.6653 (USA only) | international: +1 262.567.8833 | web: www.hammerheadtrenchless.com | email: info@hammerheadmole.com
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Rig Size L/W/H – in (m)* 72/48/36 (1.8/1.2/0.9)
Weight – lb (kg)* 2,450 (1,111)
Max. lifting capacity – tons (t)* 80 (71.4)
Horizontal Adjustment – in (m)** 9.0 (0.23)
Vertical Adjustment – in (m) 18 (0.46)
Maximum Pipe Size – in (m) up to 84 (up to 2.13)
Maximum Pipe Length – ft (m)*** 40 (12.2)
Maximum Pitch Over 20 foot Pipe Span 7°
Min/Max Pressure Requirements - PSI (Bar) 2,200–3,000 (152–207)
Power Source Options 13HP Power Pack

Backhoe/Aux Hydraulics

* PIPE MULE pipe leveling system standard package contains three lifting 
units. Specifications listed are per unit. **Left and right. ***Indicates 
total pre installation supported length

“An unbelievable time saver, I won’t do a ram job
without the Pipe Mule system on my jobsite.”

-Brian Kenkel, Hurk Underground Technologies


